Product data sheet
Characteristics

WDEO008362

Exxact USB laddstation typ A 2.0A 5V BP Vit

E-nummer: 5200143
EAN-kod: 3606480992216
Lagerkod: Lagerford

Produktdata

Produktomrade Exxact

Typ av produkt eller- USB-laddare
komponent

Enhetsapplikation Laddare

\__!.: Produktbeskrivning Insats med tackplatta
g ﬂ Utgangsstrém 2.1A
Farg Vit
Teknisk data
Apparatmontering Infalld
Kvantitet per set 1 st
[Ue] markdriftspanning 100...240 V (+/- 10 %) AC 50/60 Hz
[In] markstrém 180 mA
Energieffektivitet forhallande 72
Effektférbrukning i W <01W
Nominell uteffekt 10.5W
Intag kraft 12w

Integrerad anslutningstyp

2 USB 2.0 port 5 V DC, maximal belastningsstrom: 2.1 A

Servicetid i timmar

30000 h 10.5 W

Antal terminaler

2 skruvplintar

Typ av skruvhuvud

Anslutningskapacitet

Pozidriv No 1

1.5...2.5 mm? solid
1.5...2.5 mm? flexibel
1.5...2.5 mm? fatradig

Avskalningslangd 8 mm

Material PC/ABS

Skyddstyp Korttidsskydd

Montering Med skruvar

Typ av férpackning Flow-pack

Produktkompatibilitet Platta Android
Platta Mac iOS
Platta Windows

Hojd 45 mm

Bredd 22.5mm

Djup 42 mm

Inbyggnadsdjup 30.8 mm

Produktens vikt 0.03 kg
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The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitability

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.



Miljé

Standarder EN 60950-1
EN 61558-1
EN 60335-1
Direktiv 2004/108/EC - elektromagnetisk kompatibilitet
2006/95/EC - lagspanningsdirektivet
2009/125/EC - ecodesign
Produktcertifiering FIMKO
NEMKO
SEMKO
IK skyddsgrad IKO4
IP-kapslingsklass 1P20

| Product Life Status :

Lanserad

Scléneider

Electric



