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Namn: Strömställare

Strömställare, trapp

Jussi

Typ: 1066A4

EAN: 6418677307515

E-nr: 1817161

Beskrivning: Surface mounting switch with screwless terminals and rocker with clip-on fastening.
The terminals are for max 2 rigid wires. X-terminals are for extending the wires.

Förpackning: 10/100

Enhet: st

JMNK)

Tekniska uppgifter

Klassificering
Enclosure class IP21
Elektriska storheter
Rated current 16 AX
Rated voltage 250 V
ETIM
ETIM 7 EC001590 (EC001590)
ETIM 7
Wiring system Two-way switch
Method of operation Rocker/button
Assembly arrangement Basic element with complete housing
Push button switch
Number of rockers 1
Mounting method Surface mounted (plaster)
Type of fastening Screw mounting
With mounting plate
Material Plastic
Material quality Thermoplastic
Halogen free 1
Surface protection Untreated
Surface finishing Matt
Colour White
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RAL-number (akin)RAL-number (akin) 90109010
Suitable for degree of protection
(IP)

IP21

Nominal voltage 250 V
Rated current 16 A
Switching current for fluorescent
lamps

16 AX

Feedback-signal contact
Connection type Plug clamp
Washing machine switch
Width of device 76 mm
Height of device 72 mm
Depth of device 32 mm
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